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Compact Fluorescent

DESCRIPTION
LAMP

ORDER
CODE

WATTAGE
POWER
FACTOR

APROX.
LUMENS
OUTPUT

MAX.
OVERALL
LENGTH

(inch)

MAX.
OVERALL

WIDTH
(inch)

NSN ENERGY
STAR

SP 13R-C 13 > 0.90 520 6.03 3.70 6240-01-481-6494

SP 15R-C 15 > 0.90 600 6.03 3.70 6240-01-481-6495

SP 13RL-C 13 > 0.50 520 6.03 3.70 6240-01-481-6497

SP 15RL-C 15 > 0.50 600 6.03 3.70 6240-01-481-6499 YES

SP13R-F 13 > 0.90 520 6.03 3.70 6240-01-481-6500

SP 15R-F 15 > 0.90 600 6.03 3.70 6240-01-481-6501

SP13RL-F 13 > 0.50 520 6.03 3.70 6240-01-481-6502

SP15RL-F 15 > 0.50 600 6.03 3.70 6240-01-481-6504 YES

"F" - Flood Type   "C"- Clear, Reflector Type

D E S C R I P T I O N
L A M P

O R D E R
C O D E

W A T T A G E P O W E R
F A C T O R

A P R O X .
L U M E N S
O U T P U T

M A X .
O V E R A L L
L E N G T H

(inch)

M A X .
O V E R A L L

W I D T H
(inch)

N S N E N E R G Y
STAR

S P 2 3 R L - C 23 >  0 . 5 0 1 1 5 0 6 .50 3 .00 6 2 4 0 - 0 1 - 4 8 1 - 6 5 0 5 Y E S

S P 2 3 R L - F 23 >  0 . 5 0 1 1 5 0 6 .50 3 .00 6 2 4 0 - 0 1 - 4 8 1 - 6 5 0 7 Y E S

"F" -  F;ood Type   "C"-  Clear ,  Reflector  Type

Basic Features: 120V, 60 Hz
High (>0.90) or Mid (>0.50) Power Factor Design
Color Temp: 2700K (NSN Listing) for 4100 or 6500K NSN’s Contact DSCP
CRI - 80
Rated Life for all lamps is up to 8,000 hours
Minimum Starting Temp: -20 oF
UL, cUL Listed

R30 Flood / Reflector

R40 Flood / Reflector


